Membrane Face

Curtains are constructed using heavy reinforced
limp mass vinyl panels and quilted fiberglas/silicone
absorber face. Curtain enclosures are furnished
with velcro self-adhering nylon closures for vertical
seams and grommets for the horizontal seams. The
support system is self supporting and allows the
curtain to open for access at virtually any point
along the enclosure.




Sound Transmission Loss (dB)

Product Type Product Weight Frequency (Hz)
LBS/SQ.FT. 125 | 250 | 500 | 1000 | 2000 | 4000 | STC
1 LB Barrier 1.0 15 19 21 28 33 37 27
1/2 LB Reinforced
Barrier w/Absorber 0.7 9 " 16 26 37 44 22
1 LB Reinforced
Barrier w/Absorber 13 " 16 24 30 35 35 21
1 LB Reinforced
Barrier w/Absorber 1.3 11 16 24 30 35 35 27
Both Sides
Absorption Characteristics
Product Type Product Weight Frequency (Hz)
LBS/SQ.FT. 125 | 250 | 500 | 1000 | 2000 | 4000 | NRC
1/2 LB Reinforced 0.7 012 047|085 0.84 | 064 | 062 0.7
Barrier w/Absorber
1LB Reinforced 1.3 0.12 |0.47|085| 0.84 | 064 | 062 | 0.7
Barrier w/Absorber
1 LB Reinforced
Barrier w/Absorber 1.3 0.12 | 047] 0.85] 0.84 0.64 | 0.62 | 0.7
Both Sides,




